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ST100

Optimizing 

Visibility & Safety 

Screen support
• Screen Size:  

Up to 7.2m x 4.1m (23’ 7” x  13’ 5”)

• Screen maximum height: Up to 9.1m (30’)

• Reinforced backbone protecting 
your high value LED tiles

• 360° Rotation

• PA Capacity: 200 lb (91 kg) per side

• Top and lateral banner supports

Wind rating
• 57 mph (92 km/h)

• Complies with proven Stageline HWAP 

Certification
Stageline provides complete engineering 
certi"cation for both structural design and rigging 
capacity. Certi"ed documents available for each 
state and province of the US and Canada.
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TRAILER

Length From 29’-1 1/2” to 36’-1” From 8.87 m to 11 m

Width 8’-6” 2.59 m

Height 9’-6” 2.89 m

Weight From 11,250 lb From 5,103 kg

Trailer levelling range 1’ 4” 0.41 m

SCREEN SUPPORT

Screen size up to 23’-7” x 13’-5” up to 7.2 m x 4.1 m

Screen weight up to 3,275 lb up to 1,485 kg

Screen height up to 29’-11” up to 9.12 m 

Maximum clearance 16’-6” 5 m

POPULAR FEATURES

Speaker #ybay capacity 200 lb per side 91 kg per side

Stage con"guration 24’0” x 8’0” 7.32  x 2.44 m

Rear hitch 1,500 lb 680 kg

TECHNICAL 

SPECifications

  2'-10"
0.86m

  

  33'-10"
10.32m

  

  25'-11 1/2"
7.91m

  

  4'-0"
1.22m

  

  9"
0.23m

    11 1/2"
0.30m

  

  26'-2 1/2"
7.98m

  
  8'-6"

2.59m
  

  6'-6"
1.98m

  

  9'-6"
2.89m

  

Mass                          
ST-100

Unladen Maximum Capacity
Lbs Kg Lbs Kg

Total Mass 17750 8051
Mass on Axle 14000 6350
Mass on Hitch 3750 1701

LE RECTANGLE ILLUSTRE LA 
ZONE MAXIMALE UTILISABLE.

LAISSER DE LA PLACE DANS LE 
BAS POUR LES NOTES ET 
CODES DE COULEURS.

DANS LA MESURE DU POSSIBLE, 
GARDER LA MÊME ÉCHELLE 
SUR TOUTES LES PAGES.

HACHURE POUR LE SOL : 
AEC CHEVRONS 
0.0625
0.00 DEG

    

        

    

    

    

Drawbar option available.
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SCREEN SPECS PIXEL MAP
SCREEN WIDTH (7m) 23’0”

SCREEN HEIGHT (4m) 13’ 1”

ASPECT RATIO 1.75

PIXEL COUNT WIDE 1512

PIXELS COUNT HIGH 864

RESOLUTION 1920 x 1080

LED SPECS
PIXEL PITCH 4.6mm

LED ARRANGEMENT 3in1SMD Black Chip

BRIGHTNESS 4000nits

VIEWING ANGLE (H/V) 160°/98°

SCAN RATE 1/9

OPERATING POWER SOURCE 100-240V AC, 50/60Hz

OPERATING TEMPERATURE -20°C~+45°C

REFRESH RATE 3,840Hz

IP RATING IP65

TRANSPARENCY 0%

CERTIFICATIONS CE, ETL,FCC, RoHS, REACH, WEEE, Fireproof

ON BOARD GEAR
NAVE POINT 12u Server rack

NAVE POINT  Slide out Laptop Tray

NAVE POINT 4 Space Drawer & 2 Space Drawer

NOVASTAR  VX - 1000 LED Processor

FEELWORLD D71 - H Dual 7” HDMI LCD Monitor

PRO POWER RPD Distro 100 amp Main/ 6 x 20amp Edison / 12 x 
20 Power Con / 1 x L21-30 / 2 x 20amp Edison Aux
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Charley
• Hydraulic operation is onboard generator.
• Screen operation is 208V 3 phase 60 amp per leg Camlok.




